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NOTES:

1.  THE WORDS "WASTEWATER LATERAL CLEANOUT" SHALL BE

    CAST INTO TOP OF COVER.

2.  MATERIALS TO BE CAST IRON, P.V.C. OR ABS PLASTIC.
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7.  4" WASTEWATER PIPE (LENGTH VARIES)

8.  ADAPTOR
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10.  CLASS "B" CONCRETE
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NOTES:

2. SLOPE OF LATERAL TO BE 1% MIN., 2% MAX. UNLESS INSTRUCTED OTHERWISE BY OWNER.

3. THE WASTEWATER LATERAL SHALL BE CONNECTED TO BUILDING LATERAL AND CONSTRUCTED

IN SUCH MANNER AS TO CLEAR EXISTING UTILITES AND PROPOSED FACILITIES

SUCH AS STORM SEWER MAINS, PAVING, SIDEWALKS, RETAINING WALLS, ETC.

VERTICAL BENDS (22.5%%d MAX.) MAY BE USED IF APPROVED BY OWNER.

4. THE MAINLINE LATERAL CONNECTION TO THE PRIVATE BUILDING LATERAL SHALL BE

AS CLOSE TO THE PROPERTY LINE AS POSSIBLE.

5. INSTALL 4" STOPPER OR CAP AT PROPERTY LINE IF BUILDING LATERAL DOES NOT EXIST.

6. SUBSTITUE 4" FOR 6" FITTINGS IF PLANS OR SPEC. COND. CALL FOR 4" LATERALS.

7. THE CLEANOUT STACK & CASTING MAY BE PLACED IN THE PARKWAY, VEHICLE TRAFFIC

AREAS, OR SIDEWALK, IF NECESSARY.

1. CLEANOUT CASTING TO BE FURNISHED AND PLACED PER SPECIAL CONDITIONS. IN VEHICLE

TRAFFIC AREAS AND FOR COMMERCIAL MAINLINE LATERALS, WASTEWATER CLEANOUT

SHALL BE OF CAST IRON.

SANITARY SEWER LATERAL

CLEANOUT FRAME & COVER

SANITARY SEWER LATERAL

WITH & WITHOUT CLEANOUT
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