GRADING AND PAVING CONSTRUCTION NOTES:
1. All materials, construction, testing and workmanship shall conform to the Town of Addison Specifications and Standard Construction Details and the Standard Specifications for Public Works Construction for North Central Texas, latest edition, except as noted herein and approved by the Town of Addison.

2. All earthwork shall conform to the Geotechnical Report prepared by Reed Engineering Group, Inc. Site preparation and grading of areas within public right of way shall be in accordance with the NCTCOG Specifications as amended by Town of Addison. Site preparation outside public rights of way shall be in accordance with the said Reed Geotechnical Report, but at a minimum shall include: vegetation and organic soils (upper two to four inches) should be stripped and removed at the start of earth work construction. The exposed soils shall be scarified to a minimum depth of six inches and recompacted to a density of between 95 and 100 percent of maximum Standard Proctor Density, ASTM D-698.  The moisture content of the compacted soil shall be at +1 to +5% above optimum moisture. Onsite soils used in fill areas outside of the building and pavement shall be compacted in maximum six inch loose lifts to a minimum of 95 percent to an maximum of 100 percent of the maximum Standard Proctor Density, ASTM D-698 at +1 to +5% above optimum moisture.  

3. The subgrade areas under the proposed ramp shall be as specified by Reed Engineering Group  in a letter dated March 15, 2011, which is the top 6 inches as flexible base TXDOT Item 247, Grade 2, Type D or better, compacted to a minimum 95 percent of Modified Proctor (ASTM D1557) at or above optimum moisture, over 6 inch subgrade, scarified and recompacted to a minimum of 95 percent Standard Proctor, ASTM D 698, at or above optimum moisture.   

4. The proposed ramp pavement shall be in as specified by Reed Engineering Group in a letter dated March 15, 2011, for Option No. 2, which requires 10 inch, 4,000 psi concrete with #4 bars on 24 inch centers each way with jointing as specified on the Ramp Pavement Jointing Plan. 

5. The onsite pavement areas outside the public right of way, fire lane easements and the proposed ramp shall be in accordance with the said Reed Geotechnical Report, but at a minimum shall be 5 inch, 3000 psi concrete in parking areas, and 6 inch, 3000 psi concrete in traffic areas. The pavement shall be reinforced with #3 bars on 24 inch centers each way (at a minimum). This shall be over a subgrade of 6 inches, scarified and recompacted to a minimum 95 percent Standard Proctor, ASTM D 698, at or above optimum moisture.

6. Pavement sections, outside the proposed ramp area, shall be sawed cut at an approximate spacing of 2.5 to 3 times the pavement thickness (for example, for 6 inch pavement, the spacing shall be 15 feet to 18 feet), the actual joint pattern shall be designed to avoid irregular shapes.  Refer to "Joint Design for Concrete Highway and Street Pavements" published by the Portland Cement Association for jointing techniques. Sawed joints shall be cut into new concrete within 4 hours after placement, or as soon as practical, but in no case later than 6 hours after placement.

7. Finished pavement within Town R.O.W. or public easement shall meet certain quality standards for surface of the concrete including the durability, texture, riding surface and appearance.  The surface must be durable, firm, dense and well bonded to the aggregate to maintain an appearance and texture which is satisfactory to the Town.  Concrete pavement having a poor surface which has spalled (exposed aggregate) due to poor quality paste, high water-cement ration, over-vibration, improper curing, extreme weather or any other reason, or does not have a satisfactory riding surface shall be removed and replaced at the Contractor's expense.  It is extremely important that the pavement have a good rideable surface, free from undulations and rough joints.  The Public Works department shall determine the acceptability of the pavement.

8. Broom finishing shall be performed so that the corrugation produced in the surface shall be uniform in appearance and not more than 1/8-inch in depth.  Brooming shall be completed before the concrete is in such condition that the surface will be torn or unduly roughened by the operation.  The finished surface shall be free from rough and porous areas, irregularities and depressions resulting from improper handling of the broom.  

9. Cracks formed in concrete pavement shall be repaired or removed by the Contractor at the Town's discretion.

10. Fire lanes shall be striped in accordance with the Town of Addison requirements. Fire lane striping shall not be placed on curb.

11. Traffic Barricades will be required for all construction within the Public R.O.W.  Barricades shall conform to the installation identified in the Texas Manual of Uniform Traffic Control Devices, as currently amended.  The Contractor shall have the Traffic Control Plan at the time of pre-construction meeting.

12. See Town of Addison Standard Construction Details for Additional General Notes.

13. Dumpster pad pavement to be minimum of 7 inch thickness. 

14. Contractor to match existing grades at property lines and not alter or disturb runoff patterns on adjacent property.

