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PLANS FOR DETAILS

ONE-CALL NOTIFICATION SYSTEM
CALL BEFORE YOU DIG

1-800-545-6005
OR OTHER UTILITY LOCATING SERVICES AT

LEAST 48 HOURS PRIOR TO
CONSTRUCTION ACTIVITIES.

TYP. WATER METER DETAIL
SCALE: N.T.S.

WATER METER AND
BACKFLOW PREVENTER
WITHIN AN F.L.A.U.E.

1. METER BOX TO BE PLACED OUTSIDE OF
WHEEL PATH AND NOT CENTERED IN
DRIVEWAYS.

2. WATER METERS SHALL BE MUELLER
SYSTEMS MODEL RFM 1-1/2" RESIDENTIAL
FIRE METER INSTALLED WITHIN THE 5'X5'
W.M.E. IN AN OLDCASTLE B1017 TRAFFIC
RATED METER BOX.

3. BACKFLOW PREVENTERS SHALL BE AMES
SERIES LF2000B 1-1/2" DOUBLE CHECK
VALVE ASSEMBLY INSTALLED A MINIMUM
OF 18" DOWNSTREAM OF THE WATER
METER WITHIN THE 5'X5' W.M.E. IN A 
OLDCASTLE B1324 TRAFFIC RATED BOX.

TYP. SANITARY SEWER LATERAL DETAIL

BUILDING CONNECT MUST BE TO
SANITARY SEWER LATERAL AND

NOT THE CLEANOUT RISER
BUILDING CONNECT MUST BE TO
SANITARY SEWER LATERAL AND
NOT THE CLEANOUT RISER

SANITARY LATERAL
SLOPE VARIES

(MIN 2 FPS, MAX 10 FPS)
(MIN 1.04%, MAX 20%)

STORM SEWER
TRUNK LINE

WATER TRUNK
LINE

SANITARY SEWER
TRUNK LINE

SANITARY LATERAL
SLOPE VARIES
(MIN 2 FPS, MAX 10 FPS)
(MIN 1.04%, MAX 20%)

SCALE: N.T.S.

PROPOSED FIRE HYDRANT ASSEMBLY

EXISTING SANITARY SEWER AND MANHOLE

SANITARY SEWER AND MANHOLE 

PROPOSED WATERLINE WITH GATE VALVE 

EXISTING WATERLINE WITH GATE VALVE

AND BOX WITH 10' W.L.E.

AND BOX

CONSTRUCTION OF SANITARY SEWER AND
STORM SEWER WITHIN THE RIGHT-OF-WAY
TO BE CONSIDERED PUBLIC UTILITIES
INCLUDING THE TRUNK LINE EXTENDING TO
THE FIRST MANHOLE OR INLET OUTSIDE THE
RIGHT-OF-WAY.  THE MANHOLE OR INLET
OUTSIDE OF THE RIGHT-OF-WAY IS TO BE
CONSIDERED PRIVATE.
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